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D2 —

D1

] ;

— 3 BT
2.8 CLEAR =
FOR PART L 20.7
LOADING T Z+ @—— 29.4
° ——48.3
v l (1
g p 67.2
75.9
l— 6.7
4mm OD TUBE (3X)

FITTING LUBE PORT

24.7 |
i | !
69.9 !
Nest Set ** 1 2 3 4 5 6 7 8 9 10 11 12
Minimum Clamp Diameter D1 mm 1 2.5 2.5 2.5 2.5 5 5 5 5 9.5 10.5 10.5
Maximum Clamp Diameter D2 mm 2 8 8 8 8 10.5 10.5 10.5 10.5 15 16 16
Width w mm 30 25 30 40 50 50 60 70 80 70 80 90
Z-Axis Adjustment Range | mm N/A
) E / ** Contact sales@arobotech.com for pads not listed above
Y-Axis Adjustment Range | mm +0.056
Piston Area | cm2 N/A
Cylinder Stroke | mm N/A
Operating Pressure bar N/A
Maximum Pressure | bar N/A Included Features: Items Required To Use This Product:
- * Arm Retraction For Part Loading * Set of Wear Pads
Air Purge Pressure bar Al * Single Axis Centerline Adjustment * Mounting Base
Lubrication Volume | cm3 0.02-0.03
Lubrication Frequency Working Cycle
(or every 6 minutes)
Note
Repeatability | mm +0.001 This model requires OEM-supplied drive mechanism
Mass kg 1.5
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